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Nuclear Regulatory Commission § 39.53 

this chapter or with an Agreement 
State. 

[65 FR 20345, Apr. 17, 2000] 

§ 39.43 Inspection, maintenance, and 
opening of a source or source hold-
er. 

(a) Each licensee shall visually check 
source holders, logging tools, and 
source handling tools, for defects be-
fore each use to ensure that the equip-
ment is in good working condition and 
that required labeling is present. If de-
fects are found, the equipment must be 
removed from service until repaired, 
and a record must be made listing: the 
date of check, name of inspector, 
equipment involved, defects found, and 
repairs made. These records must be 
retained for 3 years after the defect is 
found. 

(b) Each licensee shall have a pro-
gram for semiannual visual inspection 
and routine maintenance of source 
holders, logging tools, injection tools, 
source handling tools, storage con-
tainers, transport containers, and ura-
nium sinker bars to ensure that the re-
quired labeling is legible and that no 
physical damage is visible. If defects 
are found, the equipment must be re-
moved from service until repaired, and 
a record must be made listing: date, 
equipment involved, inspection and 
maintenance operations performed, 
any defects found, and any actions 
taken to correct the defects. These 
records must be retained for 3 years 
after the defect is found. 

(c) Removal of a sealed source from a 
source holder or logging tool, and 
maintenance on sealed sources or hold-
ers in which sealed sources are con-
tained may not be performed by the li-
censee unless a written procedure de-
veloped pursuant to § 39.63 has been ap-
proved either by the Commission pur-
suant to § 39.13(c) or by an Agreement 
State. 

(d) If a sealed source is stuck in the 
source holder, the licensee may not 
perform any operation, such as drill-
ing, cutting, or chiseling, on the source 
holder unless the licensee is specifi-
cally approved by the Commission or 
an Agreement State to perform this op-
eration. 

(e) The opening, repair, or modifica-
tion of any sealed source must be per-

formed by persons specifically ap-
proved to do so by the Commission or 
an Agreement State. 

§ 39.45 Subsurface tracer studies. 

(a) The licensee shall require all per-
sonnel handling radioactive tracer ma-
terial to use protective gloves and, if 
required by the license, other protec-
tive clothing and equipment. The li-
censee shall take precautions to avoid 
ingestion or inhalation of radioactive 
tracer material and to avoid contami-
nation of field stations and temporary 
jobsites. 

(b) A licensee may not knowingly in-
ject licensed material into fresh water 
aquifers unless specifically authorized 
to do so by the Commission. 

§ 39.47 Radioactive markers. 

The licensee may use radioactive 
markers in wells only if the individual 
markers contain quantities of licensed 
material not exceeding the quantities 
specified in § 30.71 of this chapter. The 
use of markers is subject only to the 
requirements of § 39.37. 

§ 39.49 Uranium sinker bars. 

The licensee may use a uranium 
sinker bar in well logging applications 
only if it is legibly impressed with the 
words ‘‘CAUTION—RADIOACTIVE-DE-
PLETED URANIUM’’ and ‘‘NOTIFY 
CIVIL AUTHORITIES (or COMPANY 
NAME) IF FOUND.’’ 

[65 FR 20345, Apr. 17, 2000] 

§ 39.51 Use of a sealed source in a well 
without a surface casing. 

The licensee may use a sealed source 
in a well without a surface casing for 
protecting fresh water aquifers only if 
the licensee follows a procedure for re-
ducing the probability of the source be-
coming lodged in the well. The proce-
dure must be approved by the Commis-
sion pursuant to § 39.13(c) or by an 
Agreement State. 

§ 39.53 Energy compensation source. 

The licensee may use an energy com-
pensation source (ECS) which is con-
tained within a logging tool, or other 
tool components, only if the ECS con-
tains quantities of licensed material 
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